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[1] Add Quality Assurance (QA) Sample Results for routine FAC/Coliform (i.e. Bac-T) testing, as 

shown below.  YouTube video here: https://www.youtube.com/watch?v=zP4WKCV1N_E  
 
 
 
 
 
 
 
 
 
 
 
 
 
  

 
 
 
[2] Set the Task’s profile, sampling point and recurrence.                
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  

If there are no previous entries, you must use the 
Other Actions drop down to Add Monitoring Task. 
After there is one entry, the  (+)  can be used.  

 

Expand the menu-tree to the 

Program Monitoring Schedule link. 

Select Profile (must be made first see, tutorial 17). 

Blanks are uncommon for QA/Field tests, select No. 

 

Filter the Water System Component Type and 
Name to get your Sampling Point.  
(Use the Bottled columns when applicable.) 

NOTE: This type of sampling is intended for samples NOT sent to a laboratory. It is intended for samples processed “in-house” and 
results are manually typed into DOEHRS. Samples with advanced analysis (e.g. metals, disinfection by products, etc.) rely on results 
being imported with an electronic data deliverable (EDD). 

 

Tip: Set to the 1st of the month, 

must precede first sample date 

A common scenario, edit as needed 

Useful for irregular schedules 

https://ph.health.mil/topics/envirohealth/hrasm/Pages/DOEHRS_Resources.aspx
https://www.youtube.com/watch?v=zP4WKCV1N_E
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[3] Access the input page by selecting the point’s Due Date link. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

[4] Add/edit results as shown. Note: Only Service Level Admins can delete a sample. 

 
 
 
 
 
 
 
 
 
 
 

 
 
 

Add data from here! 
Due dates will 
update based on the 
frequency. Use the 
Due Date link to add 
results. 
 

 

Tip: Edit the next due 
date by manually 
overwriting the old 
one if you get off 
schedule. 
 

 

Last sample date shown. 
 
Note: will be blank prior 
to first results 
 

 

RL data typically not 
need, can leave blank 
 

 

Use when needed to pause the cycle 
from auto-updating. Tip: commonly 
used when poor water quality is 
observed needing a follow-up. 

Leave NULL if test not 
conducted 
 

 

Save, or Save and Add Another to 
quickly load past results 
 

 

Inputter or Sample QA user can 
edit  sample results  
 

 


